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Safety Data Sheet 

  HBC-2505 Red Oxide Light (EX 2437-5) 
 
SECTION 1: Identification 
 
1.1 Product identifier 
 HBC-2505 Red Oxide Light (EX 2437-5)
 
1.2 Other means of identification 
 Pigment Dispersion 
 
1.3 Recommended use of the chemical and restrictions on use 

Pigment and coating additive 
 
1.4  
 Name 
 Address 
  
  
 
 Telephone 
 
1.5 Emergency phone number(s) CHEMTREC 800-424-9300 or 703-527-3887 
 
SECTION 2: Hazard identification 
 
2.1 Classification of the substance or mixture 
 GHS classification in accordance with: (US) OSHA (29 CFR 1910.1200)  
   
2.2 GHS label elements, including precautionary statements 
 This product is NOT classified as hazardous according to the criteria contained in the Hazardous Communication 

Standard 29 CFR 1910.1200. 
 
SECTION 3: Composition/information on ingredients 
 
3.1 Substances 
 Not applicable. 
 
3.2 Mixtures 
 
 
 
 
 
  
 Trade secret statement (OSHA 1910.1200(i)) 

*The specific chemical identities and/or actual concentrations or actual concentration ranges for one or more listed 
components are being withheld as trade secrets under the US regulation 29 CFR 1910.1200(i). 

 
 

Component CAS Concentration 
Red Iron Oxide  1309-37-1 45 – 55% (weight) 
Water 7732-18-5 30 – 40% (weight) 
Proprietary N/A 5 – 15% (weight) 

Distributor's details
Gemini Industries, Inc.
421 SE 27th Street
El Reno, OK 73036
US

800-262-5710
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SECTION 4: First-aid measures 
 
4.1 Description of symptoms/effects, acute and delayed 
 
 General advice Get medical advice/attention if you feel unwell. 
 
 If inhaled Move the victim to fresh air. Give oxygen or artificial respiration if needed. 

Get immediate medical advice/attention. Never give anything by mouth to an 
unconscious person.  

 
 In case of skin contact Wash thoroughly with soap and water for 15 minutes/ If skin irritation occurs, 

seek medical attention. 
 
 In case of eye contact Rinse immediately with plenty of water, also under the eyelids. For at least 

15 minutes. Get medical attention immediately if irritation develops and 
persists. 

   
 If swallowed If conscious, give the victim plenty of water to drink. Consult a physician. 

Never give anything by mouth to an unconscious person. 
 
 Notes to physician Treat symptomatically. 
 
SECTION 5: Fire-fighting measures 
 
5.1 Suitable extinguishing media 

Water spray jet. Dry powder. Carbon dioxide (CO2). Alcohol-resistant foam. 
 

5.2 Unsuitable extinguishing media 
 High volume water jet.  
 
5.3 Hazardous Combustion Products 

Carbon oxides. Nitrogen oxides (NOx). 
 
5.4 Protective Equipment and Precautions for Firefighters 
 Wear an approved positive pressure self-contained breathing apparatus in addition to addition to standard fire 

fighting gear. Wear suitable protective equipment. 
 
SECTION 6: Accidental release measures 
 
6.1 Personal precautions, protective equipment and emergency procedures 
 Wear suitable protective equipment. 
 
6.2 Environmental precautions 

The product should not be allowed to enter drains, water courses or the soil. 
 
6.3 Methods and materials for containment and cleaning up 
 Soak up with inert absorbent material (e.g. sand, silica gel, acid binder, universal binder, sawdust). Treat recovered 

material as described in the section “Disposal considerations” 
 
SECTION 7: Handling and storage 
 
7.1 Precautions for safe handling 
 Use personal protective equipment. Avoid breathing dust. Avoid contact with skin and eyes. Wash thoroughly after 

handling. Store in a dry place. Keep away from heat. Store in original container. Keep container tightly closed. 
Normal measures for preventive fire protection. 
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7.2 Conditions for safe storage, including any incompatibilities 
 Keep containers tightly closed in a cool, well-ventilated place. Handle and open container with care. Keep away 

from flames and sparks. 
 
SECTION 8: Exposure controls/personal protection 
 
8.1 Control parameters 

Components Value Type Control Parameters / Basis 
Red Iron Oxide (CAS no.: 1309-37-1) PEL  

REL 
5 - 15 mg/m3 – Total Dust  
5 mg/m3 – Total Dust  

 TLV 5 mg/m3 – respirable fraction 
 
8.2 Appropriate engineering controls 
 A system of local and/or general exhaust is recommended where employee exposures are at or above 

Occupational Exposure Limits (OEL).  
 
8.3 Individual protection measures, such as personal protective equipment (PPE) 
 
 Pictograms 

  
 
 Eye/face protection 
 Wear safety glasses with side-shields. 
 
 Skin protection 
 Wear protective clothing, including long sleeves and gloves to prevent skin contact.  
 
 Respiratory protection 
 General and local exhaust ventilation is recommended to maintain vapor exposures below recommended limits. 

Where concentrations are above recommended limits or are unknown, appropriate respiratory protection should be 
worn. Follow OSHA respirator regulations (29 CFR 1910.134) and use NIOSH/MSHA approved respirators. 
Protection provided by air purifying respirators against exposure to any hazardous chemical is limited. Use a 
positive pressure air supplied respirator if there is any potential for uncontrolled release, exposure levels are 
unknown, or any other circumstance where air purifying respirators may not provide adequate protection. 

 
 Hygienic practices 

Wash hands before breaks and at the end of workday. Use protective skin cream before handling the product. Take 
off immediately all contaminated clothing and wash before reuse. 

 
SECTION 9: Physical and chemical properties 
This product is an untested mixture for which its chemical and physical properties are based on its individual components. 
  
 Information on basic physical and chemical properties 
 
 Appearance/form (physical state, color, etc.) Liquid, Red  
 Odor Not significant. 
 Odor threshold No information available 
 pH 7.0 – 9.0   
 Melting point/freezing point ~ 0°C 
 Initial boiling point/boiling range ~ 100°C 
 Flash point No information available 
 Auto-ignition temperature No information available 
 Flammability (solid, gas) Not applicable to liquids 
 Upper/lower flammability limits No information available 
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 Upper/lower explosive limits No information available 
 Explosive properties No information available 
 Oxidizing properties No information available 
 Vapor pressure No information available 
 Relative density No information available 
 Evaporation rate No information available 
 Vapor density No information available 
 Viscosity No information available  
 Specific gravity 1.73 
 Density 14.47 lbs/gal 
 Non-Volatiles 62.0 – 66.0% 
 VOC 0.001 lbs/gal 
 
SECTION 10: Stability and reactivity 
 
10.1 Reactivity 

No dangerous reaction known under conditions of normal use. 
 
10.2 Chemical stability 

Stable under normal conditions. 
 
10.3 Conditions to avoid 

None known. 
 
10.4 Incompatible materials 

No data available. 
 
10.5 Hazardous decomposition products 

No decomposition if stored and applied as directed. 
 

10.6 Hazardous polymerization products 
Product will not undergo polymerization.   

 
SECTION 11: Toxicological information 
Toxicological information on this product or its components appear in this section when such data is available. 
 
11.1 Information on toxicological effects 
 The toxicological information on this product appears in this section when such data is available. 
 
 Primary routes of entry 
 Skin contact, eye contact, and inhalation. 
 
11.2  Acute toxicity estimates 

Product Route Acute Toxicity Estimate Value 
WS Red Oxide Light (EX 2437-5) LD50 (oral) 

LD50 (dermal) 
LC50 (inhalation) 

> 5,000 mg/kg 
> 5,000 mg/kg 
> 20 mg/L (vapors)  

 
11.3  Acute toxicity 

Components Median Lethal dose Control Parameters / Basis 
Red Iron Oxide (CAS no.: 1309-37-1) LD50 (oral, rat) 

LD50 (oral, rat) 
> 5,000 mg/kg (EU B.1) 
> 10,000 mg/kg  

 LC0 (inhalation, rat) > 21,000 mg/L / 4 hours  
 LC50 (inhalation, rat) > 7,000 mg/L / 4 hours  

 
11.4  Skin corrosion/irritation 
 No skin irritation.  
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11.5  Serious eye damage/irritation 
No eye irritation. 
 

11.6  Respiratory or skin sensitization 
 Not a skin sensitizer. Does not cause respiratory sensitization. 
 
11.7  Ingestion irritation 

No ingestion irritation. 
 
11.8  Germ cell mutagenicity 
 No information available. 
 
11.9  Carcinogenicity 
 The product is not known to have components of which may cause cancer at concentrations greater than 0.1%. 
 
 IARC: No component of this product present at levels greater than or equal to 0.1% 

is identified as a known or anticipated carcinogen by IARC. 
 
 ACGIH: No component of this product present at levels greater than or equal to 0.1% 

is identified as a known or anticipated carcinogen by the ACGIH. 
 
 OSHA: No component of this product present at levels greater than or equal to 0.1% 

is identified as a known or anticipated carcinogen by OSHA. 
 
 NTP: No component of this product present at levels greater than or equal to 0.1% 

is identified as a known or anticipated carcinogen by the NTP. 
  
11.8  Reproductive toxicity 
 No information available.  
 
11.9  STOT-single exposure 
 Not classified as specific target organ toxicant. 
 
11.10 STOT-repeated exposure 
 Not classified as specific target organ toxicant. 
 
11.11 Aspiration hazard 
 No information available. 
 
SECTION 12: Ecological information 
 
12.1  Toxicity to fish 

Component Median Lethal Dose / Species Control Parameters / Bases 
Red Iron Oxide (CAS no.: 1309-37-1) LC0 (fish) > 50,000 mg/L / 96 hours  

 
12.2 Toxicity to daphnia and other aquatic invertebrates 

Component Median Lethal Dose / Species Control Parameters / Bases 
Red Iron Oxide (CAS no.: 1309-37-1) EC50 (daphnia magna) > 100 mg/L / 48 hours  

 
12.3 Toxicity to algae/aquatic plants 
 No information available.  
 
12.4  Toxicity to bacteria  

Component Median Lethal Dose / Species Control Parameters / Bases 
Red Iron Oxide (CAS no.: 1309-37-1) EC0 (Bacteria) > 5,000 mg/L / 96 hours  
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12.5  Persistence, degradability, bioaccumulation, accumulation mobility 
 No information available. 
 
SECTION 13: Disposal considerations 
 
 Waste disposal methods 

DO NOT DUMP INTO ANY SEWERS, ON THE GROUND, OR INTO THE BODY OF WATER. All disposal 
practices must be in accordance with all Federal, State/Provincial and local laws and regulations. Regulations may 
vary in different locations. Waste characterizations and compliance with applicable laws are the responsibility solely 
of the waste generator. AS YOUR SUPPLIER, WE HAVE NO CONTROL OVER THE MANAGEMENT PRACTICES 
OR MANUFACTURING PROCESSES OF PARTIES HANDLING OR USING THIS MATERIAL. THE 
INFORMATION PRESENTED HERE PERTAINS ONLY TO THE PRODUCT AS SHIPPED IN ITS INTENDED 
CONDITION AS DESCRIBED IN SDS SECTION: Composition Information. FOR UNUSED & UNCONTAMINATED 
PRODUCT, the preferred options include sending to a licensed permitted incinerator or other thermal destruction 
device. 

 
SECTION 14: Transport information 
 
Domestic regulation 
 DOT (US) 

UN/NA no.:  Not Regulated 
UN Proper Shipping Name: PAINT RELATED MATERIAL NON-HAZARDOUS 
Class: Not Regulated 
Packing Group: Not Regulated 

 
International regulation 
 IATA-DGR 

UN/NA no.:  Not Regulated 
UN Proper Shipping Name: PAINT RELATED MATERIAL NON-HAZARDOUS 
Class: Not Regulated 
Packing Group: Not Regulated 
 

 IMDG/IMO 
UN/NA no.:  Not Regulated 
UN Proper Shipping Name: PAINT RELATED MATERIAL NON-HAZARDOUS 
Class: Not Regulated 
Packing Group: Not Regulated 
 

SECTION 15: Regulatory information 
 
15.1 Federal Regulations 

This product is considered non-hazardous by the 2012 OSHA Hazard Communication Standard (29 CFR 
1910.1200)   
  

15.2  CERCLA – SARA Hazards 
This product has been reviewed according to the EPA ‘Hazard Categories’ promulgated under Sections 311 and 
312 of the Superfund Amendment and Reauthorization Act of 1986 (SARA Title III) and is considered, under 
applicable definitions, to meet the following categories: None. 
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15.3 Emergency Planning and Community Right-to-Know Act Section 313 
Under Section 313 of the Emergency Planning and Community Right-to-Know Act, certain businesses are required 
to submit reports each year on the amounts of EPCRA section 313 chemicals their facilities released in to the 
environment (either routinely or as a result of accidents), or otherwise managed as waste. The purpose of this 
reporting requirement is to inform the public about the releases and other waste management of EPCRA section313 
chemicals in their communities and to provide the government with information for research and the development of 
appropriate regulations. Chemical substances present in this product subject to this statute are: 

 None. 
 
15.3 CERCLA Reportable Quantity 
 The Comprehensive Environmental Response, Compensation, and Liability Act of 1980 requires notification of the 

National Response Center concerning release of quantities of “Hazardous Substances” equal to or greater than the 
reportable quantities (RQs) listed in 40 CFR 302.4. As defined by CERCLA, the term “hazardous substance” does 
not include petroleum, including crude oil or any fraction thereof which is not otherwise specifically designated in 40 
CFR 302.4. Chemical substances present in this product subject to this statute are:  

 None. 
 
15.4 Emergency Planning and Community Right-To-Know Act (EPCRA) Section 302 and 304 Extremely 

Hazardous Substances 
 The presence of Extremely Hazardous Substances (EHSs) in quantities at or above the Threshold Planning 

Quantity (TPQ) requires certain emergency planning activities to be conducted. The chemical substances subject to 
this statute and their TPQ and RQ are: 

 None. 
 
15.5 Toxic Substance and Control Act Inventory 

The Toxic Substances and Control Act (TSCA) Chemical Substance Inventory contains all existing chemical 
substances manufactured, processed, or imported in the United States that do not qualify for an exemption or 
exclusion under the TSCA. The chemical substances present in the product that appear on the TSCA inventory 
include:  
Red Iron Oxide (CAS no.: 1309-37-1)     Active 
Water (CAS no.: 7732-18-5)       Active 
Proprietary          Active 

 
 HMIS Rating 

WS 55101 Red Oxide Light (EX 2437-5) 
 HEALTH 1 
 FLAMMABILITY 1 
 PHYSICAL HAZARD 0 
 PERSONAL PROTECTION  

 
 NFPA Rating 
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SECTION 16: Other information 
 
16.1 Further information/disclaimer 
  
 Date of issue: June 4, 2024. 
 

DISCLAIMER: The information above is believed to be accurate and represents the best information currently 
available to us. However, we make no warranty of merchantability or any other warranty, express or implied, with 
respect to such information, and we assume no liability resulting from its use. Users should make their own 
investigation to determine the suitability of information for their particular purposes. All materials may present 
unknown hazards and should be used with caution. In no event shall we be held liable for any claims, losses, or 
damages of any third party or for lost profits or any special, indirect, incidental, consequential or exemplary 
damages, whatsoever arising, even if we have been advised of the possibility of such damages. 


